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EXCAVATION SPECIFICATIONS

LENGTH
43'-0"
43'-0"

WIDTH
9'-2"

10'-1"

BELOW
INLET
4'-9"

5'-0 1/2"

TANK
HEIGHT

5'-9"
6'-0 1/2"

ALL DIMENSIONS ARE IN INCHES & WEIGHTS IN LBS - (RISER WT. NOT INCLUDED)
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FITTING SEAL
SEE NOTE
NO. 3

OUTLET

BATTERY OPENINGS
SEE NOTE NO. 4

BATTERY OPENING
SEE NOTE NO. 4
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MANHOLE LID -  22" WITH A

20" CLEAR OPENING
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DESCRIPTION:

PRODUCT NAME:

27
41

7 
E.

 T
hi

rd
 S

t.,
   

Hi
gh

la
nd

, C
A 

92
34

6
90

9-
79

3-
76

02
 p

ho
ne

   
   

   
90

9-
79

3-
12

83
 fa

x
w

w
w

.p
ro

ca
st

pr
od

uc
ts

.c
om

REVISED BY:

SCALE:

WITH DRY SOIL CONDITIONS
(WATER LEVEL BELOW TANK).
SUITABLE SUB-BASE BEDDED
WITH GRANULAR MATERIAL
SHALL BE PREPARED TO
HANDLE ANTICIPATED LOADS.
FOR COMPLETE DESIGN AND
PRODUCT INFORMATION,
PLEASE CONTACT PRO-CAST
PRODUCTS.

DESIGN SPECIFICATIONS

PRO-CAST PRODUCTS
RESERVES THE RIGHT TO
MAKE CHANGES TO
PRODUCT DESIGN AND/OR
DIMENSIONS WITHOUT
NOTICE. PLEASE CONTACT
PRO-CAST PRODUCTS
WHENEVER NECESSARY
FOR CONFIRMATION OR
ADVICE ON PRODUCT
DESIGN.

NOTES:
1. REFER TO SPECIFICATION
    SHEET NO. S-201
2. REFER TO SPECIFICATION
    SHEET NOS. S-251 & S-252
3. REFER TO SPECIFICATION
    SHEET NO. S-249

SEPTIC TANK

TPC 09/14/2017

6250 THRU 7500 GALLONS
WITH TEN MANHOLES/RISERS

3/16"=1'-0"

S-006

JPL 04/19/2023

DESIGN LOAD: PEDESTRIAN
                       (300 PSF)

4. REFER TO SPECIFICATION
    SHEET NO. S-101.
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