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2012 CAST IRON GRATE WITH
FABRICATED STEEL FRAME DESIGNED
FOR H-20 VEHICLE LOADING

GRATE SIZE = 26" X 26"

2012 CAST IRON GRATE WITH

FABRICATED STEEL FRAME DESIGNED (2) DOGBONE
FOR H-20 VEHICLE LOADING LIFTERS
GRATE SIZE = 20" X 20"

A

(7971 | w2 A

o
{t {t \GRATES ARE SECURED IN /’_L 2'-6" SQ. {t

—2-0"SQ. 4’1 THE FIELD BY OTHERS I
- - 1'-6" SQ | | . 3" TOP [—— 3'! TOP

Th

L 2w0sa.

b}
Al

<y

N

/

l" 3" 8"
= 15" (TYP.) | VET
(4) KNOCK-OUT :

o

(4) KNOCK-OUT TYP.
PANELS FOR ~—1-5"8Q. — =— 35"BOT. PANELS FOR / ~—— 1-11"8Q. —= I~ 33"BOT.

~ 13 (TYP)

PIPING PIPING

MODEL CB-18 BASE MODEL CB-24 BASE

NOTES:

1- CONCRETE TYPE Il PORTLAND CEMENT, ASTM C 260-86. MINIMUM COMPRESSIVE
STRENGTH 3,000 PSI @ 28 DAYS.

2- NO. 3 REINFORCING BAR - ASTM A 615, GRADE 40.

3- SECONDARY REINFORCING: COLLATED FIBERILLATED POLYPROPLYENE FIBER.

4- STRUCTURAL CALCULATIONS AVAILABLE UPON REQUEST.

5- EXTENSIONS TOP GRADE AVAILABLE IN 6", 12", 18", & 24" INCREMENTS. GRATE FRAME
AVAILABLE - SECURED IN THE FIELD BY OTHERS.

909-793-1283 fax
www.procastproducts.com

27417 E. Third St., Highland, CA 92346

909-793-7602 phone

DESCRIPTION:

DRAINAGE
CATCH BASINS

DESIGN SPECIFICATIONS
DESIGNED FOR
H-20 LOADING

WITH DRY SOIL CONDITIONS
(WATER LEVEL BELOW TANK).
SUITABLE SUB-BASE BEDDED
WITH GRANULAR MATERIAL

SHALL BE PREPARED TO
HANDLE ANTICIPATED LOADS.
FOR COMPLETE DESIGN AND
PRODUCT INFORMATION,
PLEASE CONTACT PRO-CAST
PRODUCTS.

PRO-CAST PRODUCTS
RESERVES THE RIGHT TO
MAKE CHANGES TO
PRODUCT DESIGN AND/OR
DIMENSIONS WITHOUT
NOTICE. PLEASE CONTACT
PRO-CAST PRODUCTS
WHENEVER NECESSARY
FOR CONFIRMATION OR
ADVICE ON PRODUCT
DESIGN.
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