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EXCAVATION SPECIFICATIONS
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27417 E. Third St., Highland, CA 92346
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PRODUCT NAME:

SEPTIC TANK

DESCRIPTION:
3000 GALLONS
WITH THREE MANHOLES/RISERS

DESIGN SPECIFICATIONS

DESIGN LOAD: H20 LOADING

WITH DRY SOIL CONDITIONS
(WATER LEVEL BELOW TANK).
SUITABLE SUB-BASE BEDDED
WITH GRANULAR MATERIAL

SHALL BE PREPARED TO
HANDLE ANTICIPATED LOADS.
FOR COMPLETE DESIGN AND
PRODUCT INFORMATION,
PLEASE CONTACT PRO-CAST
PRODUCTS.

PRO-CAST PRODUCTS
RESERVES THE RIGHT TO
MAKE CHANGES TO
PRODUCT DESIGN AND/OR
DIMENSIONS WITHOUT
NOTICE. PLEASE CONTACT
PRO-CAST PRODUCTS
WHENEVER NECESSARY
FOR CONFIRMATION OR
ADVICE ON PRODUCT
DESIGN.

InOTES:

1. REFER TO SPECIFICATION
SHEET NO. S-201

2. REFER TO SPECIFICATION
SHEET NOS. $-251 & $-252

3. REFER TO SPECIFICATION
SHEET NO. S-249

4. REFER TO SPECIFICATION
SHEET NO. $-101.
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